
 

 
Certificate 
 

PROFIBUS Nutzerorganisation e.V. grants to  

KEBA Industrial Automation Germany GmbH  
Gewerbestrasse 5-9, 35633 Lahnau, Germany 
 
the PROFIdrive Certificate No: Z30067 for the Device: 
 

Model Name: KeDrive D3 
Order-Number: D3-DA-330/X-XXXX-XX (3 Axis Motor Controller) 
Revision: SW/FW: V34.05.03; HW: 100 
 
This certificate confirms that the product has successfully passed the certification tests with the following scope: 

      Parameter access BMP, profile parameters, different ARs (mandatory) 
      Parameter description (optional) 
      Application class 1, Speed control (mandatory for AC 1) 
      Application class 3, Positioning Mode (mandatory for AC 3) 
      Application class 3, Positioning Mode with MDI Submode (optional for AC 3) 
      Application class 4, Speed Control, Position feedback interface (mandatory for AC 4) 
      Application class 4 and DSC, Speed control, Position feedback interface (optional for AC 4) 
      Diagnosis via Alarm channel (optional) 

 
Test Report Number:    PD 025-2 plus Manufacturer Declaration 

Authorized Test Laboratory:   SIEMENS AG, Fürth, Germany  
 
The tests were executed in accordance with the following documents: “Test Specification for PROFIdrive profile 
V4.2, Version 2.0, August 2022” and “PROFIdrive - Profile Technology V4.2”, October 2015”.  

This certificate is granted according to the document: “Framework for testing and certification of PROFIBUS 
and PROFINET Products”. 

For all products that are placed in circulation by February 25, 2029 the certificate is valid for life. 
 

Karlsruhe, June 22, 2026    
 
 
_____________________________ 
(Official in Charge) 

 
 

Board of PROFIBUS Nutzerorganisation e. V. 

 
_____________________________ 
(Xaver Schmidt) 
 

 
_____________________________ 
(Frank Moritz) 
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